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Functional Prerequisites 
 
• Lique�ed gases in a temperature range of -40 ... +80 °C 
• Thermal insulation and loose layers of paint and r ust in the area where the sensor is to 

be mounted must be removed; varnishing and coatings may stay if suitable 
• Container diameter of ca. 1 ... 25 m, wall thickness > 50 mm 
• Single-shell containers, no �xtures within the me asuring section 
 
Application Example  
 
AB Kontrol installed for a Turkish gas supplier the SONOGAS 30 system at LPG tanks 
(mixture of 30% propane and 70% butane). After a longer period of testing the user was 
convinced of the reliability and the high measuring accuracy at di�erent temperatures and 
operating conditions. Based on an automated content measurement the user is able to 
organize his stock optimally. 
 

           
 
References 
 
• AB Kontrol (Turkey) – propane/butane 
• Infraserv Logistics GmbH (Frankfurt Höchst) - acetaldehyde 
• Total Petrochemicals France – propane/butane 
 
Con�guration for limit measurement: SONOGAS 20 
 
• Probe and preampli�er are certi�ed after ATEX and approved for Ex-Zone 1.  

• Limit measurement: The analysis device SONOCONTROL 20 is mounted outside the 
hazardous area. 

 
Con�guration for level measurement: SONOGAS 30 
 
• Probe and preampli�er (incl. temperature sensor) are certi�ed after ATEX and approved 

for Ex-Zone 1.  
• Level measurement: The analysis device SONOMETER 3 0 is mounted outside the 

hazardous area. 
 


