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MultiCONT Master HART Interface
Universal Display and Controller

Programmer , indicator and controller
for transmitters with HART protocol

Dot-Matrix Back Lit LCD display

Graphic T ank Visualization

Simple 6-key programming

1 to 15 input channels

HART interface input

Remote Programming of Field Devices

Transmitter Diagnostic Cap abilities

Explosion-proof V ersions

Transmitter Power Supply

Electric Galvanic Isolation

4 to 20 mA, RS 485 and relay outputs

ATEX Certified V ersions

MultiCONT PR-100 is first of all a controller and
display capable of complex control tasks by
itself.

Further , it is a “Master” for smart transmitters
as  well as a universal interface between field
devices with HART and other components of
the process control system such as PC, PLC,
displays and various actuators.

MultiCONT PR-100 supports communication
with a maximum of 15  2-wire and/or 4-wire
transmitters with HART .  Remote programming
of transmitters, download of parameter settings
to the field unit and uploading the measured
values are routine t asks for the MultiCONT .

The large Dot-Matrix LCD panel facilitates a
wide variety of display functions including tank
content visualization.

Amazingly , the MultiCONT can also communicate
with transmitters of mixed measuring technologies
connected to the same multidrop system.

The MultiCONT is cost effective as controller for a
single transmitter (even with simple 4 to 20 mA
output); however , it reaches unp aralleled cost /
performance ratio at its maximum configuration as
a server for 15 transmitters.

MultiCONT PR-100 Ex provides for the power
supply of the Ex type 2-wire HiTECH transmitters in
hazardous areas while displaying the process
variables.  Located outside of the hazardous
location the intrinsically safe version of the
MultiCONT supports a multidrop system with a
maximum of 4  field devices.  MultiCONT can be
configured for 2 programmable 4 to 20 mA outputs,
4 programmable relays and RS485 user’s interface.
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MultiCONT Master HART Interface
Universal Display and Controller

Version
P-  -W

Versions
P-  -C; P-  -D; P-  -H


